Available function list for each compatible device

av1008-69
TT.Configure Devices 1 Recorder Camera ] Encoder / Network Microphone Switch
Up to 1024 cameras/encoders can be registered. ND400 | NX400 | NV300] NV200| HD616 | ND300 | HD350 | NP24" | GXE500 | NP502 |VT164(W)| SW397 | SF448 | SFN310 | SFN480 | SFV781L | S1132 | S4550L | X8570 | V2530L1 ] SMR10 |BB-HCM'| MNO-
cati Digest / Basic ication method. NX300 HD716 [ND300A| HD309 | NP100* | GXE100 | NW502S | VP104(W) | SW396 | SW4s8 | SFN311 | SFV481 | SPV781L | S1131 | S4150 | S8530 | V2530LK BB-HCE'| Series
(Automatically selected according to the device setting.) NX200 ND200 | HD316A| NS202A SF346 | SP104W | SW305 | SF438 | SFNG1IL SFNS31 | S1112 | X4170 V1330L1 BL-C*
(@Search / Add / Delete Cameras NF28* SF342 | VP101 | SC387 SFN631L SFR531 | S1111 | X4171 V1330LK
jl|petectsithodoviceswitinithoisamelnefworkseomentiatom aticallys NW484 SF336 | SP509 | SC386 SFR310 SFV531 | S1531L | Xa571L V1170
i;:ra:;’g::fyefe:'s';:e::jﬁ";:;"m‘:;:z‘?;ﬁu ming on the power, NSg** SF335 | SP508 | SC385 SFR311 SFN310A | S1511L | S3111L V6430L
et Sy e NF302 SF334 | Swss9 | sC3gs SFRE11L SFN311A | S2531L | S3131L
changed andlor target devices are failed to detect. NP304 SF332 | Swss8 | SWi7s SFRE31L SFR310A | S2511L | S3511L
(# : Network Mode "Auto” and "Advanced" are not available.) NT304 SP306 | SF549  |SW174wW SFV310 SFR311A | S2231L | S3512L
3 the settings will be downloaded from checked the camera. NT314 SP305 | SF548 | SWi72 SFV311 SFV310A | S2211L | $3531L
4 the image from the camera will be displayed with web browser. GXD400 SP304 | SF539 | ST165 SFVeT1L SFV311A [S2131(L)| S3532L
(@scene Selection Image Quality SP302 | SF538 | ST162 SFVE31L SPN310A | S2130 | S1570L
"5 JPEG Snapshot will be downloaded. SW355 | SP307 SPN310 SPN311A | S2111L | S2570L
#: Some cameras, JPEG Snapshot of the specified resolution swas2 | sFaa7 SPN311 sPwataL | s2110 | s2270L
il be Sovnioaded SN ) ) SW316(L)| SW598(A) SPN531 SPW311AL| X6531N | X6533L
6 Configure the setlings relating to image quality from the following. swats | scoss(a) pelived SBV111M | Xeo11N | Se532L
*The image of the location where the camera is in use (Scene Selection).
“The image being monitored (Imags AdSD). SW115 | Swi1ss SPN631 SBV131M | S6131
(@configure Devices SW155 | SW397B SPW310 SPNS31A | 6111
*7 Configure the setings of cameras at a time. SW152 | SC387A SPW311L SPW531AL| S6530N
—Refer to the operating instructions of the device SF135 SPWS31L SPW532L | S6130
in use for further information. SF132 ISPW611(L SFN110 | S2550L
—Depending on the combination of items to be set, all settings SF138 SPWE31L SFN130 | S2250L
may not be accepted by the camera with one transmission. SP105 SFV110 | S1550L
In this case, please send the settings again. SP102 SFV130
#1:"VMD" setting operation is not supported. SUDB38
#2:When you change the "Imaging mode” with "VMD=0n" setting, this
setting may be changed as "VMD=Off" at the camera sideregardless
of the operation and/or display on this tool. When you change the v v v o T o T A o I o I o LT o v v
“imaging mode", re-check the VMD setting of the camera and confirm g | V2 g | T - - 172, 172 72 1.2, 172, 1172 102 | 12, 172, | 172, | 172, 172, 1M20), | 020 L, “
the VMD actual detecting operafion. 4 : : 304 | 304 | 344 304 | 304 | 304 | (374 | (304 | 304 | U304 | (374 | 4,014 4 *374 :
#3:"Upside-down" setting operation is not supported.
#4:When the Super Dynamic is set to On for WV-X4170, WV-X4171
and WV-X457 1L series, the wide dynamic range is set to On. v v v v v v v v v v v v
@Maintenance - - - - - - - . . 5 ¥ 5 ¥ 5 ¥ w5 v | *5 %6 | *50 *6 | 50 * . " . - - - -
8 Setting Data/HTML Initialization or Restart will be executed. 5 5 5.6 5.8 5.%6 | '5.76 | 'S0 |66 | 6.6 | "5 | "5¢) 5#)
®Send a CGI List
9 CGI Commands will be sent to the selected cameras. ., ., ,
©802.1x Settings M v v v v M v v v v 7
*10 Supports 802.1x configuration - - - - - - - « « « « « « « « - - - - -
(EAP-PEAP / EAP-MDS settings and CA certificate installation) (#1,#3) ) 7 7 7 (#2, #3) 7 ) 7 7#3) (#3,#4)
(@Image View Reporting Wizard
11 Acquire the current JPEG Image from the camera(s)
and outputs to the report. _ _ _ _ _ _ _ v v v v v v v v v v v v _ _ _ _
#1:Device existing in the same segment is supported. 8 8 8 8 8 8 8 8 8 8 8 *8,*14
#2:Part of etailed information such as firmware version etc.
is not supported.
(@To launch functions provided by existing menu
Provides functions equivalent to existing _ _ _ _ _ _ _ v v v v v v v v v v v v v v _ _
[2.Configure Recorders ] to [5.Upgrade Firmware] *9 *9 *9 9 *9 *9 9 9 9 9 *9 *9,*14 *9 *9
12 To add devices manually, use the 'add' bution
on [Upgrade Firmware], [Upload Configuration Files]screen.
13 Use the old version of PSSCT.
v v v
[Common to all functions] 10 0 10
*14 X8570/S8530: For the operation to the *device” itself (for example,
log acquisition, IP address settings, reboot, etc.), checkbox of »
"Cam 1" must be selected as the representative. . P . . . . . . . . . . . P . . v . v .
- - - . . . . . . . . . . 1 11
#2) | @) | #2) | ¢ 1) | #2) 1 1 1 1 1 1 1 1 1 (#1.,122), @42 | B | g4 | 192
v - - v v
v v v v a2 3 T P Y v v v v v v v v v e v
T2.Configure Recorders 1 Recorder Camera ] Encoder / Network Microphone Switch
(create andior Edit the Recorder Configuration File ND400 | NX400| NV300] NV200 | HD616 | ND300 | HD350 | NP24" | GXE500 | NP502 |VT164(W)| SW397 | SF448 | SFN310 | SFN480 | SFV781L | S1132 | S4550L | X85/0 | V2530L1] SMR10 |BB-HCM| MNO-
(—Refer to the operating instructions of the device NX300 HD716 | ND300A| HD309 | NP100* | GXE100 | NW502S | VP104(W)| SW396 | SW458 | SFN311 | SFV481 | SPV781L | S1131 | S4150 S8530 | V2530LK BB-HCE*| Series
in use for further information.) NX200 ND200 | HD316A | NS202A SF346 | SP104W | SW395 | SF438 | SFNG11L SFNS31 | S1112 | X4170 V1330L1 BL-C*
1 Soma settings will be restricted as follows. NF28* SF342 | VP101 | SC387 SFN631L SFR531 | S1111 | X4171 V1330LK
peasicglimals data (0NN theldispayiecttnoslofiheltimeialdate NW484 SF336 | SP509 | SC386 SFR310 SFV531 | S1531L | Xa571L V1170
T P NSg* SF335 | SPS08 | SC385 SFR311 SFN310A | S1511L | S3111L V4301
edit and deletion of the user information are available on the user page. NF302 SF334 | Sws59 | SC384 SFRE11L SFN311A | S2531L | S3131L
-Network - Basic: It is impossible to configure from this software. NP304 SF332 | SW558 | SW175 SFRE31L SFR310A [ S2511L | S3511L
~Maintenance : It is impossible to configure from this software. NT304 SP306 SF549  |SW174W| SFV310 SFR311A | §2231L | $3512L
NT314 SP305 | SF548 | SWi72 SFV311 SFV310A | S2211L | S3531L
2 Some settings will be restricted as follows. GXD400 SP304 | SF539 | ST165 SFVET1L SFV311A [$2131(L)| S3532L
-Quick settings: It is impossible to configure from this software. SP302 | SF538 | ST162 SFVE31L SPN310A | S2130 | S1570L
The current time cannot be adjusted. SW3s5 | SP307 SPN310 SPN311A | S2111L | S2570L
-Camera - NW camera: Only registration of network cameras is available. swas2 | sFaar SPN311 sPwat2L| s2110 | s2270L
Interchange of order of the camera number is unavailable. Sw3te(L)| SWs98(A) SPNS31 spwattaLl xes31N | X6533L
.g';:"'i:y'"ﬁ :I‘:r“z;'s‘::“bIZ'E"c'sn‘;l";ﬁ";’o":‘ P SW314 | SC588(A) SPN611 SBV111M | X6511N | S6532L
- - SW115 | Swi1ss SPN631 SBV131M | S6131
3 Some settings will be restricted as follows. SW155 | SW397B SPW310 SPN531A | S6111
-Camera - NW camera: Only registration of network cameras is available. SW152 | SC387A SPW311L SPW531AL| S6530N
Interchange of order of the camera number is unavailable. SF135 SPWS31L SPW532L | S6130
Displaying of the thumbnail is unavailable. SF132 ISPW611(L SFN110 | S2550L
-HDD management : It is impossible to configure from this software. SF138 SPW631L SFN130 | S2250L
SP105 SFV110 | S1550L
4 Some settings will be restricted as follows. sP102 SFV130
-Quick settings: It is impossible to configure from this software. SUDB38
The current time cannot be adjusted.
-SDSLink : It is impossible to configure from this software. v v v v
“Event - VMD - Area: It is impossible to configure from this software. e |ea3 e T el T - - - - - - - - - - - - - - - - -
(@Convert the Recorder Configuration File to Text File
*5 Recorder Setup file (Binary data) will be converted into Text data.
v#5 | vH5 | v5 | x5 | - - - - - - - - - - - - - - - - - - -




Available function list for each compatible device

Up o 1024 recorders/cameras/encoders can be registered. Recorder Camera ] Encoder / Network Microphons Switch
cati Digest / Basic ication method. ND400 | NX400 | V300 NV200 | HD616 | ND300 | HD350 | NP24" | GXE500 | NP502 |VT164(W)| SW397 | SF448 | SFN310 | SFNA4B0 | SFV781L | S1132 | S4550L | X8570 | V2530L1 | SMR10 |BB-HCM"| MNO-
(Automatically selected according o the device setting.) NX300 HD716 | ND300A| HD309 [ NP100* | GXE100 | NW502S | VP104(W) | SW396 | SWa58 | SFN311 | SFv481 | SPV781L | S1131 | S4150 | S8530 | V2530LK BB-HCE* | Series
NX200 ND200 | HD316A| NS202A SF346 | SP104W | SW395 | SF438 | SFNGTIL SFNs31 | S1112 | X4170 V1330L1 BL-C*
[3.® Download Configuration Files] N NF28* SF342 | vP101 | scas7 SFNB31L SFR531 | S1111 | Xa171 V1330LK
i Sj?'ﬂ"g;g::;‘Ii:ag::ﬁ:laﬂ:ﬁ:':’;ilse)"':";z;ar;z‘r‘:z:l:;‘:“'?’S i (bb':‘n’) NW484 SF336 | SP509 | SC386 SFR310 SFV531 | S1531L | X4571L V1170
-2 Settings downloaded via HTTP(SYFTP and saved as a PCS fle (pes). NSo™ SF335 | SPs0s | sC38s SFR311 SFN310A | S1511L | S3111L V64301

=To upload the configuration file to cameras, select this file (pcs). NF302 SF334 | SW559 | SC384 SFRO1IL SFN3T1A | S2531L | S3131L
3 Settings downloaded via HTTP(S) and saved as a DAT file (‘dai) NP304 SF332 | SW558 | SW175 SFRe31L SFR310A | S2511L | S3511L

=To upload the configuration file to cameras, select this DAT file (*dat). NT304 SP306 SF549  |SW174W| SFV310 SFR311A | S2231L | S3512L
-4 Settings downloaded via HTTP(S)/FTP and saved in a folder. NT314 SP305 | SFs8 | swi72 SFV311 SFV310A | S2211L | S3531L

=To upload the configuration file to encoder, select this folder. GXD400 SP304 | SFs39 | sT165 SFVB11L SFV311A [S52131(L)| S3532L
5 Settings downloaded from the device saved as a CSV file (“csv). spaoz | sFss | sTie2 SFVB31L SPN310A | S2130 | S1570L
6 There are many setting items in these cameras, and Processing takes swass | sPao7 SPN310 SPN311A | S2111L | S2570L
time. ) ) sw3s2 | SF337 SPN311 sPwataL | s2110 | s2270L
guselhelidvarsionciithiscitiacs SW316(L)| SW598(A) SPN531 SPW311AL| X6531N | X6533L
(5.® Download Log Fles] SW314 | SC588(A) SPN611 SBV111M |X6511N| S6532L
8 The logs will be downloaded via HTTP(S)/FTP/TELNET and saved in a SW115 | SW158 SPNG31 SBVI3TM | S6131
folder. Swis5 | swaers SPW310 SPNS31A | S6111
9 The logs will be downloaded via HTTP(S)/FTP and saved in a folder. SW152 | SC387A SPW311L SPW531AL| S6530N
10 The logs will be downloaded via HTTP(S) and saved in a folder. SF135 SPWS31L SPW532L | S6130
“11 Available Models SF132 ISPW611(L SFN110 | S2550L
Switch-M12GL3/Switch-M24L itch-M24Hi itch-M24PWR/ SF138 SPWe31L SFN130 | S2250L
Switch-M16PWR/Switch-M12PWR/Switch-MBePWR/ SP105 SFV110 | St550L

itch i iteh-M12G/Switch-M24
Switch-M12X/Switch-M1 i itch-M24 sP102 :E\ézg

itch itch M24DCPWR!

itch i i P v v v P P v v v v v v v v v v .

itch i itch *1 * *1 % *1 % - - - *D ¥ * *i *D ¥ *D ¥ *3 ¥ *3 ki *3 ¥ *3 ¥ *3 ! *3 ¥ - - -
B s e e | T R S R R R R R R S
Switch-M5eGLPWR +/Switch-M8eGLPWR+ ,

[3.®3) JPEG Snap shot (a still picture)] v v v v v - v v v v v v v v v v v v v v
“12 JPEG Snapshot wil be downloaded. @ 5 |-ge13|ws13|8r13| 8 - 7 | or13 | vov1a | ror13 | or13 | ar13 | 0413 | 1013 |*10+13 | 10413 |*10213] +1013 | *10413 = leoms| -~ 11
[Common to 3.1 t0 3.3)]
13 Detects devices connected to the target network automatically. P P v v v P v P P P
ol - - - - - - T [*12,118] 112,113 [*12,*13[*12, 13| *12,*13 |*12,*13| *12,*13 |*12,*13|*12,*13 | *12,*13 - - - -
T4.Upload Configuration Files 1 Recorder Camera ] Encoder / Network Microphons Swich
Up to 1024 recorders/cameras/encoders can be registered. ND400 | NX400 | V300 NV200 | HD616 | ND300 | HD350 | NP24- | GXE500 | NP502 |VT164(W)| SW397 | SF448 | SFN310 | SFNA4BO | SFV78IL | 51132 | S4550L | X8570 | V2530L1 | SMR10 |BB-HCM:| MNO-
icati igest / Basic ication method. NX300 HD716 | ND300A| HD309 | NP100* | GXE100 | NW502S | VP104(W) | SW396 | SW4s8 | SFN311 | SFV481 | SPV781L | S1131 | S4150 | $8530 | V2530LK BB-HCE*| Series
(Automatically selected according to the device setting.) NX200 ND200 | HD316A | NS202A SF346 | SP104W | SW395 | SF438 | SFNGTIL SFNS31 | S1112 | X4170 V1330L1 BL-C*
1 The binary file (*bin) will be uploaded to the recorder via HTTP(S)FTP. W Sz | vpion | scser SPnestL PR | St | xerrd Vi3soK
P NWag4 SF336 | SPs0s | scase SFR310 SFV531 | S1531L | X4571L V1170
o T Y e el NS9 SF335 | SPsos | scass SFR311 SFN310A | S1511L | S3111L V64301
4 The files in a folder will be uploaded to the encoder via HTTP(S)/FTP. NF302 SF334 | SWS59 | SC384 SFROTIL SFNSTIA | S2531L | S3131L
Please select the "Settings" folder that contains a set of configuration files. NP304 SF332 | SWst3 | SW175 SFRE31L SFR310A [ S2511L | S3511L.
5 There are many seing ftems in these cameras, and Processing takes fime. NT304 SP306 | SF548 |SW174W SFV310 SFR311A | S2231L | S3512L
NT314 SP305 | SFs4 | swi72 SFV311 SFV310A | S2211L | S3531L
6 Select whether or not to overwite "Basic - Camera Title". GXD400 sP304 | SF539 | sT165 SFVB11L SFV311A [52131(L)| S3532L
7 Select whether or not to overwrite "H.264/MPEG-4 - Multicast Address and SP302 | SF538 | STi62 SFVB31L SPN310A | S2130 | S1570L
Port". SW3s5 | SP307 SPN310 SPN311A | S2111L | $2570L
8 Select whether or not to overwrite Network Settings. swas2 | sFas7 SPN31 sPwataL | s2110 | s2270L
9 Network setting and time & date will not be changed SW316(L)| SW598(A) SPN531 SPW311AL| X6531N| X6533L
erenistisfuploadinglthebetuptile) SW314 | SC588(A) SPN611 SBV111M | X6511N | S6532L
10 Use the old version of this software. SW115 | SW158 SPN631 SBVI3TM | S6131
sw1s5 | swaers SPW310 SPNS31A | S6111
*11 Detects devices connected to the target network automatically. SW152 | SC387A SPW311L SPW531AL| S6530N
SF135 SPWS31L SPW532L | $6130
SF132 ISPW611(L SFN110 | S2550L
SF138 SPWe3IL SFN130 | S2250L
SP105 SFV110 | S1550L
sP102 SFV130
SUD638
v
GXE500
v v v v v _ _ .4':17%.9' v v v v v v v v v v v
N R N A R E o _ o AR A e e R e R A R R A R N e _
1Mo | oxeroo | O[OS [0 0t | ettt | tertt | fertt | 9011 [ 9011 | et 1
26,7,
9,111
T5.Upgrade Firmware 1 Recorder Camera ] Encoder / Network Microphons Swich
Up to 1024 recorders/cameras/encoders can be registered. ND400 | NX400 | V300 NV200 | HD616 | ND300 | HD350 | NP24- | GXE500 | NP502 |VT164(W)| SW397 | SF448 | SFN310 | SFNA4BO | SFV78IL | 51132 | S4550L | X8570 | V2530L1 | SMRI10 |BB-HCM:| MNO-
cati igest / Basic ication method. NX300 HD716 | ND300A| HD309 | NP100* | GXE100 | NW502S | VP104(W) | SW396 | SW4ss | SFN311 | SFV481 | SPV781L | S1131 | S4150 | S8530 | V2530LK BB-HCE*| Series
(Automatically selected according to the device setting.) NX200 ND200 | HD316A | NS202A SF346 | SP104W | SW395 | SF438 | SFNGTIL SFNS31 | S1112 | X4170 V1330L1 BL-C*

) -, ) ) NF28* sFa42 | VP01 | scas7 SFN63IL SFRS31 | S1111 | X4171 VA330LK
Rimereiranmisslonlmayfallon v e E S oo ool NW484 SF336 | SP509 | SC386 SFR310 SFV531 | S1531L | X4571L V1170
:;ﬁn';e‘rh2”;2;':',?;22;:‘;”u’se?gm'h"e:::;ﬁ‘es:‘”l;z'f%":'a"'y NSg* SF335 | SP508 | SC385 SFR311 SFN310A | S1611L | S3111L V64301
and try again. (After completion of firmware update, set back o NF302 SF334 | SWS59 | SC384 SFROTIL SFNSTIA | S2531L | S3131L,

s original setting “User authentication setting = Off") NP304 SF3s2 | Swsss | swi7s SFRe31L SFR310A | S2511L | S3511L
NT304 SP306 | SF549 [swi7aw) SFV310 SFR311A | S2231L | S3512L

(DAuto Select upgrade NT314 SP305 | SFs48 | swi72 SFV311 SFV310A | S2211L | S3531L
-2 Select the latest version of firmware automatically. GXD400 sP304 | SF539 | sT165 SFVB11L SFV311A [52131(L)| S3532L
Upgrade the firmware of the various devices at a time. SP302 | SF538 | ST162 SFVB31L SPN310A | S2130 | S1570L

=Do not change the folder and file name Sw3s5 | SP307 SPN310 SPN311A | S2111L | S2570L

which extract the downloaded ZIP file from Panasonic site. swas2 | sFas7 SPN31 sPwataL | s2110 | s2270L
e — ’ SW316(L)] SW598(A) SPNS31 SPW311AL| X6531N| X6533L
3 Select the fi::;/gar:‘iln‘:;vli:;garllay Each incvidual modelwil be upgraded. SW314 | SCSEE(A) Spie1t SBVITIM | X6511N| S6532L

- : SW115 | swiss SPN631 SBV131M | S6131
4 Detects devices connected to the target network automatically. SW155 | SW3978 SPW310 SPNS31A | S6111
swis2 | sC3s7a SPW3TIL SPW531AL| S6530N
*5 Use the old version of this software. SF135 SPW531L SPW532L | 6130
SF132 ISPW611(L, SFN110 | S2550L
SF138 SPWe3IL SFN130 | S2250L
SP105 SFV110 | S1550L
sP102 SFV130
SUD638
o v v v v v _ v v v v v v v v v v v v v
Bl ons | 273|273 | 28 | Ly | g B | 2|2 | 2 | ot |2 | a2 | or20s |2t | 203 | 20, | 203 | 2, - |2 | - -
, A A A , s | 3 | ad | w3 | vavd | 3 s A s s A s s




