Available function list for each compatible device

av1008-74
Device Categor Camera Recorder — Network Network
AR SmartHD Series EXTREME Series VSeries | NX Series NV Series ND Series | HD Series Microphone | Switch
Classification Function Wv-sc* WV-VP* | WV-SFN*  WV-SPW* | WV-SFN480 | WV-S1% WV-X6% WV-X1% WV-sa* WV-S8*% WV-Vi* | WI-NX400 | W3-NV300 | WI-NV200 | W3-ND400 | WI-HD616 | WI-GXE500 | W3-GXE100 | WV-SMR10 MNO
Model WV-SF* WV-VT* | WV-SFR*  WV-SBV* | WV-SFV481 | WV-S2* WV-U1* WV-x2% WV-X4* WV-X8* WV-v2* | WI-NX300 W3-HD716 Series
WV-SP*  WV-NP502 | WV-SFV*  WV-SPV* WV-S3* WV-U2* WV-V6* | WI-NX200
Detail of Function WV-ST*+  WV-NW502S| WV-SPN*  WV-SUD* WV-S6*
WV-SW*
|Automatic detection within the same network
v v v v v v v v v v v - - v v v v
segment.
Automatic device detection
Device detection by specifying IP address range . v v B By . By v . y B y . v . y )
(for multiple segments)
Common Add devices manually Device addition by selecting model number. v % v v v v v - v v v v - v v - -
Get / Display Device Settings - v v v v v v v - - - - - v v . -
Access the device via Web Browser 5 v v v v v v v v v v v v v v v v v
Thumbnail-Roll - v v v v v v v B 5 - - - - v v .
Assign available IP addresses automatically v v v v v v v v v - - - - v v v v
Change IP address Assign IP addresses individually v v v v v v v v v - - - - v v v v
Assign 1P address by specifying devices v v v v v v v v - - - - - - - - -
Administrator Registration - v v v v v v v v v v v v - v v v -
B v v v 4 v v v v v
asic 14 v4 M 3 3 4 4 - - - - - B *1,%2,%3,%4 | *1,%3,%4 B B
Image Capture Mode v v v v v v v - - - - . - . B _ .
PEG v v v v v v v - - - - . - . - - -
v v v
Stream v v v v - - - - - - 5 7 - -
Configure Cameras o ”
uality - v v v v - - - - - - - - - -
Setting Quality 6 6
Alarm-VMD v v v v v v v - - - - - - v v - -
Panasonic Alarm Protocol v v v v v v 4 - - - - - - v v - -
User management v v v v v v v - - - B - - v v z -
Network v v 4 v v 4 v - - - - - - v v - -
Eﬂ:a(teb ‘anr;d/or Edit the Recorder Configuration B} ) . B} ) N ) N . . B} . . N N N B
Configure Recorder Convert the Recorder Configuration File (.bin) to
y - - - - - - - - v v v v - - - - -
Text File (.csv)
Send a CGI List - v v v v v v v v v v v v v v v v -
Configure IEEE 802.1X - - - v 4 v 4 - - - - - - - - - -
Ext. Software - - - - v 4 v 4 - - - - - - - - - -
Status of Cameras Retrieves / displays of camera operating status - v v v v v v - 5 B 5 B , , , . .
Download Configuration Files (Backup) v v v v v v v B v v v v v v v v B
) Download Device Log Files v v v v v v v - v v v v v v v v v
Download Files -
Image View Device List v v v v v v v v v v v v v v v v v
Reporting Settings and Image View v v v v v v v v - - - - - - - - -
Upload Files Upload Configuration Files (Restore) v v v v v v v B v v v v v v v v -
Batch update with specified user folder. v v v v v v v - v v v v v v v v -
Update Firmware
P Batch update by automatically acquiring the . . y . y y y . y ) ) ) ) . . ¥ )
latest firmware *8
Camera Reset / Restart - v v v v v v v - - - - - - v v - B

The following models are not supported. For these models, please use PSSCT (Panasonic Security System Configuration Tool) V7.x.

Camera : WV-NF28*, WV-NF302,WV-NP24*,WV-NP304, WV-NP100*, WV-NS202A, WV-NS9* *,WI-NT304,WJ-NT314,W]-NW484,BB-HCM* BB-HCE*, BL-C*
Recorder : WJ-HD350, WJ-HD309,WJ-HD316A,WJ-HD150, W]-HD180

*1; “Camera title position” setting is not supported.

*2: "Language" , "Start Date/time"

, "End Date/time" settings are not supported.

*3; "Upside-down" setting is not supported.
*4: "Image rotation" setting is not supported.
*5: "Max Bit rate” , "Smart Coding Mode" setting is not supported.

*6: "Adaptive black stretch"

"AGC"

, "DNR" settings are not supported.

*7: For the audio settings, "Unicast Port2(Audio)" setting is not supported.
*8: PC must be able to connect to the Internet.




